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DECLARATION OF PERFORMANCE (DoP) 
No. HONKA002 
 

 
1. Unique identification code of the product type:  

 
HONKA log building kit 

ETA-03/0015 
 

2 Product identification: 
 

HONKA log building kit 
ETA-03/0015 

 
3. Intended use: 
 

Honka log building kit, which is described in the European Technical Approval ETA-
03/0015 and which includes a log frame, windows, doors, dividing walls, base floors, 

intermediate walls and roof constructions and complementary structures in accordance 
with ETA-03/0015. The construction product system is suitable for various climate 

conditions. 
 

4. Manufacturer: 
Honkarakenne Plc 

FI-04401 KARSTULA 
Finland 

 
 

Tel. +358 20 5757 00 
Fax: +358 20 5757 701 

Email: info@honka.com 
www.honka.com 

 
5. AVCP system: 
 

AVCP 1 
 

6. DoP based on a European technical approval: 
 

HONKA log building kit meets the European Parliament and of the Council building-
product Regulation No: 305/2011. VTT Expert Services Ltd's issued the European Tech-
nical Approval ETA-03/0016, based on the European Technical Approval ETAG document 
Nr. 007 Wooden building product systems. The notified body VTT Expert Services (No: 
0809) has completed the third-party certification in accordance with the procedure AVCP-
1, and given the certificate of constancy of performance 0809-CPR-1151. 
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7. Declared performance: 
 

Essential characteristic 
Performance 

Harmonised 
technical 

specification 

Mechanical resistance and 
stability 

 
 
 
 
 
 

ETA 03/0015 
(2015-08-18) 

 

 
 
 
 

 
 

ETA 03/0015 
(2015-08-18) 

 

Fire safety 
- fire resistance 
- fire performance 
- external fire performance of roof 

covering 
 
Hygiene, health and environment 
- vapour permeability and 
moisture resistance 
- watertightness 
- dangerous substances 
Safety in use 
- slipperiness of floor finishes 
- impact resistance 
- fall prevention 
 Sound reduction 

Energy-efficiency 
- thermal resistance 
- air permeability 
- thermal inertia 

Long-term durability 
 

Serviceability (floor/roof 
deformation) 

Identification 
 

 
 
 
8. The performance of the product identified in points 1 and 2 is in conformity with the declared 

performance in point 7. This declaration of performance is issued under the sole responsibility of 
the manufacturer identified in point 4. 

 
 
 

Signed for and on behalf of the manufacturer by: 
 

 
 
 
Karstula 24.3.2017     
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0809 

 
Honkarakenne Plc, FI-43500 KARSTULA 

 
 

DoP: HONKA002 
 

ETA-03/0015 
 

HONKA log building kit 
  

Intended use:  
Log building kit 

  
Other information: 

www.honka.com/DoP 


